KMAE WATER-COOLED MAKE UP AIR UNITS

HORIZONTAL / VERTICAL SERIES - 50,000 BTU/HR TO 740,000 BTU/HR

KMAE packaged indoor units feature R410A scroll compressor(s) separated from air stream and are designed

for commercial applications (office buildings, schools, hotels, etc...).

Horizontal units up to model 144 feature right or left return and side discharge and are suitable for duct connections,
complete with hangar rails and rubber isolation for suspension while models 180 to 360 feature front return and

back discharge.

Vertical units up to model 144 feature right or left return and top discharge while models 180 to 960 feature right

return and top discharge. All units are suitable for duct connection.

STANDARD FEATURES

= Factory installed water-regulating valve
adjusted to provide a pressure regulated
water flow thus keeping constant
condensing pressure in the system

= X13 fan motor with 3 adjustable speeds
(models 048 to 072)

» Adjustable motor pulley (models 084+)

= Refrigerant High and low pressure
cut-out switches

= Access ports on high and low sides

» Digital compressor (1st circuit only)

= Electronic expansion valve

= Galvanized G90 casing with 1/2” insulation

= Prepainted galvanized cabinet
with 1/2” insulation
(models 180+)

= 2" Merv 8 filter

= Co-axial water condenser

= DDC Controls

» Modulating hot gas reheat coil

= Compressor sound cover

= Suction accumulator

= Crankcase heater

= Check valve

OPERATING RANGE
= Entering air temperature:
81°F thru 95°F DB / 72°F thru 75°F WB
= Entering water temperature:
55°F thru 90°F
= ESP - Direct drive up to 0.5"/
Belt driven up to 2”

OPTIONAL FEATURES
» Back Discharge
= Aqua Aero coated coils
= Copper or epoxy fin coils
= Larger motor for higher
ESP applications (models 084+)
= Non-fused disconnect
= 4-year extended compressor warranty
= Cupro-nickel co-axial condenser
= Double wall construction

» Electric heater (On/Off or Modualting)
= 2” Merv 11 13, 14 or 15 filters
= Prepainted galvanized cabinet

(models 018 to 144)

* Heat pump operation (limited availability)

= 300 psi operating condition on waterside

= Coil options (HWC, ECONO)

» BACnet card

= 1" or 2” insulation foam or acoustical fiber glass




KMAE WATER-COOLED MAKE UP AIR UNITS

KMAE SERIES (HORIZONTAL)

Model N::'::aal Total MCA?(60Hz) Dimensions* (“) I\:reP.;‘:i
#of Cooling | Sensible us
Comp GPM* 208 208
KMAE | MIN. | MAX. Btu/h Btu/h 230/1 | 230/3 460/3 | 575/3 w H D Lbs
048H 668 832 1 50120 31100 12 30 23 11 8 54.25 25 32.25 410
060H 835 1040 1 61110 37920 15 37 26 12 10 60.25 25 36.25 450
072H | 1002 | 1248 1 74460 46240 18 - 30 15 12 60.25 25 36.25 475
084H | 1169 | 1456 1 85760 53120 21 - 33 16 12 60.25 25 36.25 510
096H | 1336 | 1664 2 100120 | 62200 24 - 40 20 14 75.25 27 44.25 875
120H | 1670 | 2080 2 122200 | 75840 30 - 45 20 15 75.25 27 44.25 945
144H | 2004 | 2496 2 148920 | 92480 36 - 51 25 19 75.25 27 44.25 960
180H | 2505 | 3120 2 171520 | 106240 42 - 58 29 21 86 44 525 2210
240H | 3340 | 4160 2 248200 | 153220 60 - 76 42 31 86 44 525 2510
300H | 4175 | 5200 2 326600 | 201660 78 - 122 50 40 112 55 64 3150
360H | 5010 | 6240 2 370600 | 230480 90 - 130 60 51 112 55 64 3315
048v 668 832 1 50120 31100 12 30 23 11 8 2625 | 475 | 31.25 410
060V 835 1040 1 61110 37920 15 37 26 12 10 31.25 | 555 | 31.25 490
072V | 1002 | 1248 1 74460 46240 18 - 30 15 12 31.25 | 555 | 31.25 510
084V | 1169 | 1456 1 85760 53120 21 - 33 16 12 31.25 | 555 | 31.25 545
096V | 1336 | 1664 2 100120 | 62200 24 - 40 20 14 4225 | 665 | 36.25 840
120V | 1670 | 2080 2 122200 | 75840 30 - 45 20 15 4225 | 665 | 36.25 910
144V | 2004 | 2496 2 148920 | 92480 36 - 51 25 19 4225 | 665 | 36.25 925
180V | 2505 | 3120 2 171520 | 106240 45 - 58 29 21 82 63.25 32 2200
240V | 3340 | 4160 2 248200 | 153220 60 - 76 42 31 82 69.25 32 2500
300V | 4175 | 5200 2 326600 | 201660 75 - 122 50 40 86 87.75 | 38.25 3125
360V | 5010 | 6240 2 370600 | 230480 90 - 130 60 51 86 87.75 | 38.25 3300
480V | 6680 | 8320 3 442680 | 275430 105 - 130 70 52 112 | 8425 40 4100
600V | 8350 | 10400 3 555900 | 345720 135 - 195 90 76 112 | 9725 48 4320
720V | 10020 | 12480 4 741200 | 460960 180 - 244 112 96 140 93 54 4590
1: At air on 95°F DB/75°F WB and minimum CFM (EWT of 85°F) 3: External Static Pressure at 0.5” WG Data subject to change without prior notice

2: GPM based on 85°F entering water 4: Filter holder and supply air connections not included Please call for larger sizes



